
JRMERRITT.COM   |   1-800-333-5762 
0520

TH30
TWIST HANDLE

The TH30 twist handle provides proportional twist operation enabling 

third axis control on dual axis joystick configurations. Boasting a robust 

design, the TH30 is constructed to withstand the most demanding 

applications and is available with a 5K or 10K potentiometer output. 

IP54 
PROTECTION

Shown with 

CS3 boot
ROBUST  
DESIGN

All specifications are subject to change. 

PRECISION
ROTATION

Shown on 

CS3 joystick

• 5K 3-Wire Potentiometer

• 10K 3-Wire Potentiometer

Output Options

Features Dimensions & Wiring Details

Compatibility

1

2
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Spring Return Rotation

+/- 75 degree twist

External Centering

Allows for external centering 

of potentiometer without 

having to disassemble  

the handle

1.5 in
Ø [38.1 mm]

.016 in
[.40 mm]

 

2.52 in
[64 mm]
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J.R. MERRITT
CONTROLS, INC.

TH30 TWIST HANDLE 
with POTENTIOMETER

for CS & PRO SERIES JOYSTICKS

The TH30 Proportional twist handle 
for ±75° Rotation. 

FEATURES:
· Potentiometer values 5K or 10K Ohms
· Effective electrical ±75°
· Potentiometer highlife conductive
plastic 2-5 million rotations.
· Sealing IP54

WHT

75° 

BLK RED

75° 

TH30 MOUNTED ON CS3V  2 
AXIS    JOYSTICK

TWIST ±75°

Ø1.50 [38.2]

2.2 [55.5]

1

.06 [1.6]

2
4

170° 170° 

COMPATIBLE WITH: 
CS1 PRO-4CS3 PRO-6CS3 B/B

https://store.jrmerritt.com
http://jrmerritt.com
http://jrmerritt.com/multi-axis-joysticks/cs1
http://jrmerritt.com/single-axis-joysticks/pro-4
http://jrmerritt.com/multi-axis-joysticks/cs3
http://jrmerritt.com/single-axis-joysticks/pro-6
http://jrmerritt.com/multi-axis-joysticks/cs3-bb
http://jrmerritt.com/
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